
ENGINE SIDE MOUNTS & REAR CROSS MEMBER INSTALLATION.
This time, for the Danchuk Update Tech Article, 
we are going to cover the installation of our bolt 
in (or weld in) engine side mount conversion 
brackets and rear cross member.  Even though 
we are using the Danchuk side mounts and 
cross member in this article, the procedures 
are similar for any unit you may have.  As we 
mentioned, you can bolt these in or weld these 
in.  We are bolting them in as we feel this is 
what most “do it yourselfers” would do.
 
YOU WILL NEED:
Side Engine Conversion Brackets #’s 871, 
871A, 871B or 871C depending on your ap-
plication.  We are installing 871B’s for our 
seamless frame.
Side Engine Mounts #976, 12815 or 12816.  
We are installing #12816
“L” brackets # 1003 to support the rear 
cross member
Rear Cross member #’s 12564, 12196, 
12197, 12198 or 12199 depending on your 
application.  We are installing #12564.
Rear Transmission Mount #977 or 977A 
depending on your application
Qty 4, 3/8” grade 5 bolts 1.25” long
Qty 2, 3/8” grade 5 bolts 1” long
Qty 4, 3/8” grade 5 bolts 5” long

Qty 8, 3/8” Lock Nuts
Qty 16,  3/8” Flat washers
Qty 2, 3/8” Lock washers

Electric, Air or Cordless Drill
3/8” Drill Bit
Level
Tape Measure
“C” Clamps
Engine or Engine block

Transmission or complete transmission 
case
Engine hoist or equivalent
Chain or engine strap
Mechanics Square or equivalent
Welder (if you plan to weld the mounts in 
place)

In this article we will cover a couple of ways 
to find the correct position for the side mount 
conversion brackets.  In Method One we will 
mock up an engine and transmission in the 
frame and measure for a correct fit.  In Method 
Two we will show you how to use the original 
mounts to find the mounting spot.  Both ways 
are acceptable and will yield satisfactory 
results but Method Two can only be used when 
using conversion brackets putting the engine in 
the stock location.

To give you a preliminary frame of reference, 
the side mount conversion brackets will install 
on the frame just behind the rivet on the frame 
where the frame starts to curve in at the front.  
This rivet 
basically 
attaches 
the front 
area of 
the frame 
to the 
main side rails.  The “L” brackets for the rear 
cross 
member 
will bolt 
or weld 
to the 
frame and 
the cross 

GENERAL MANAGER’S MESSAGE

Welcome to another addition of the 
Danchuk Update.  If you are a new 
customer or new to our mailing list 
I hope you enjoy the articles and 
parts specials as much as our exist-
ing customers have told us they do.  
We mail out a minimum of four Up-
dates a year to you, free of charge, 
informing you of what’s going on at Danchuk, tech 
articles, Q & A, parts specials, new parts announce-
ments and anything else we think might make your 
restoring experience more enjoyable.  We have been 
in the 55-56-57 Chevy business for 30 years now and 
enjoy passing on our vast knowledge to you.  If there 
is anything you would like to see in the Update please 
send us your request to Update Tech c/o Bill Roche, 
3201 S. Standard Avenue, Santa Ana, CA 92705 or 
email your request to updatetech@danchuk.com.

Well folks, the car show season is finally here.  If your 
sweet ride isn’t on the road you need to get it finished 
up and get out there.  We’ve included some specials 
on, among other parts, radiators and cooling related 
items.  We realize that this is the time of year that keep-
ing that classic from overheating is most important and 
if we can help we would sure like to.  

Also, I wanted to let you know that we are right in the 
middle of three frame-off restorations and are taking 
a little extra time so that we can give you some great 
“Hotrod” as well as original equipment installation 
articles.  We plan to take the install articles to a new 
level starting this year and couldn’t be more excited 
about it.

Please enjoy the publication and thank you for your 
continued support.

Happy Restoring,

Steve Brown
General Manager



member will sit on it and bolt in place thus 
supporting the rear of the engine/transmission 
assembly.  

We will use an engine bolted to a transmission 
to get the exact positioning, you can use just 
an engine block and transmission case or one 
of the trick plastic engine blocks available, if 
you have access to one.  We do not recom-
mend trying to simply measure when install-
ing these.  Always mock up the engine and 
transmission in the frame for best results.

METHOD ONE.
1.  Install the engine side mounts on your 
engine or engine block and tighten.

2.  Install your rear transmission mount to the 
rear mounting pad on the transmission.

3. Hang the left and right side engine side 
mount conversion brackets on the engine 
mounts.  Do not tighten.

4.  Connect your engine or mock up engine 
and trans to a hoist and lift the assembly into 
the approximate position above the frame.  
Getting someone to help position the side 
mounts, slowly lower the assembly until the 
mounts are in position at the rivets.  The “L” 
bracket on the side mount conversion kit may 
not fit flush on the frame.  This is OK. We used 
the #871B mounts, which mount the engine 
in the stock location and are for a seamless 
frame.  If you are using the _” forward mounts 
for an HEI or big block the installation proce-
dure will be the same as described here.   

5. Next you will place a level across the valve 
covers.  Level 
the engine 
assembly in 
the frame.  
(Be sure 
your frame is 
sitting on a 
level surface 
before you try 

and level the engine in the chassis.)  Pull the 
engine assembly forward in the chassis until 
the side mounts hit the front rivets.  This will 

give you the preliminary position in the frame 
for the side mount conversion brackets and 
you can now drop the engine so the brackets 
contact 
the side 
rails and 
are holding 
the engine 
in place 
but the 
assembly 
is still being 
supported by the hoist.

6.  Take a floor jack and place it under the rear 
tail shaft of the transmission for support.  Jack 
it up so the engine and trans is sitting approxi-
mately where it needs to be.  We will measure 
precisely in step 9. 

7.  With your tape measure, position the tail 
shaft so it is centered between the frame rails.  
Now your front conversion brackets should be 
in the correct position and you can lower your 
assembly further onto the frame rails.  Keep 
the assembly supported on the hoist until you 
are completely done, however.  We will not 
weld or drill holes for the side mount conver-
sion brackets at this time as we want to posi-
tion and 
bolt in the 
rear cross 
member 
before 
welding or 
bolting in 
the front 
mounts. 

METHOD 
TWO.

Method Two is very similar to Method One 
except you will install the original mounts on 
the front of the motor and position the brackets 
where they fall in lieu of guesstimating the 
position at the rivet. 

ENGINE SIDE MOUNTS & REAR CROSS MEMBER INSTALLATION
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Note:  This method can only be used if you 
are installing #871 or 871B mounts that 
mount the engine in the stock position.  Us-
ing this method on the conversion brackets 
for HEI or big block will not position the 
engine assembly in the proper position 
and allow clearance of the HEI or big block 
valve covers at the firewall.  HEI and big 
block brackets position the engine/trans 
assembly _” forward. 
 
Once the original mounts are in place you will 
lower the engine assembly into position on the 
original mounts and where the side conversion 
brackets end up will be where you attach them 
to the frame.  Leveling the motor and center-
ing the transmission between the frame rails is 
still necessary using this method but it leaves 
no guesswork to the exact positioning of the 
engine in the frame rails.  As in Method One, 
we will not drill holes or weld the mounts into 
place until the rear cross member is installed.  
Either Method One or Two will yield satisfactory 
results but Method Two is easier and requires 
less engineering.

Once you have the engine/
trans assembly positioned in the frame it is 
time to install the rear cross member.  Once 
this is done the position from front to back of 
the engine/trans assembly will be locked in 
place.

8.  Position the rear cross member on the rear 
transmission mount and bolt it in place on the 
rear transmission mount.  

9.  
Ad-
just 
the 
9. 

9.  Adjust the height of the floor jack so the 
transmission cross member ends are about 
1” or so above the bottom of the frame at the 
highest point.  The brackets will probably be 
on an angle.  Take the “L” brackets and clamp 
them to the ends of the cross member.  The 
transmission cross member will sit on the “L” 
bracket when 
installed.  Each 
cross member 
will sit at a 
different height 
depending on  
your frame and 
engine/trans 
assembly.  Gen-
erally, your engine 
should sit on a 
1-2 degree back 
slope.  Whichever 
cross member 
you are using, 
position it accord-
ingly.

10.  Once you have the brackets in place on 
the cross member bring them out and rest the 
back of them on the frame.  Measure from the 

top of the frame to the top of the “L” bracket 
and be sure the measurement is the same 
for each side.  This is to be sure the trans is 
level in the frame.  Also double check that the 
tail shaft of the transmission is still centered 
between the frame rails.  Adjust the rear of the 
transmission with the floor jack if necessary. 
And check the level at the valve covers to be 
sure you are still square in the chassis and 
level.

11.  Once you are sure both sides are even 
and the assembly is centered between the 
frame rails clamp the “L” bracket to the frame 
to hold it in place.  At this point if you are plan-
ning to weld the “L” bracket to the frame you 
may do so.  If you are planning to bolt them in 
carry on to the next step.

12.  Mark where the holes on the ends of the 
cross member are on the “L” bracket and then 
mark some corresponding holes where you 
want to drill to mount the “L” bracket to the 
frame.  Remove the clamps and the brackets 

and take them to 
the bench.

13.  Drill the holes you marked in the “L” 
bracket.  Then bolt the “L” bracket to the cross 
member.  Mark the frame where the holes on 
the “L” bracket are located making sure the 
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engine/trans assembly is still level and even 
between the frame rails. Then remove the “L” 
bracket from the car.

14.  Drill a hole in the frame on the inside 
where the mark 
from the “L” bracket 
is.  Then, using a 
Mechanics square 
measure how far 
down from the top 
of the frame the 
holes are.  Scribe 
a line on the inside 
of the frame at each hole.  Using your square 
again place 
it on the top 
of the frame 
and line 
the square 
up with the 
line on the 
inside of the 
frame.  Scribe 

another line on the top of the frame.  Then, line 
the square up with the line you scribed on the 
top of the frame and measure down from the 
top the same amount as the dimension you 
had on the inside of the frame.  This is where 

you will drill a hole on the outside of the frame 
so your bolt can come through to mount the 
“L” bracket.  (If you are performing this with the 
body on the frame make your measurements 
from the bottom of the frame)

14.  Drill the holes for the bolts on the outside 
of the frame and reinstall the “L” brackets.  Be 
careful when you tighten the bolts holding the 
“L” bracket to the frame.  Remember that if you 
get too carried away you could bend the sides 
of the frame in.  You are using lock nuts, so 
they only have to be tight.  If you are not using 
locknuts, Locktite or similar thread locker can 
be used here.

15.  Now that the rear is secure you can turn 
your attention to the side conversion brackets.  
Start by marking where the holes in the brack-
ets are on the frame.  You should still be level 
and lined up properly.  

16.  Remove the engine and trans assembly 
and drill out the holes where you marked them 
on the frame.  If you are welding the mounts in 
place leave the engine in the car at least until 
you have tacked the mounts in place.  You can 
completely weld them with the engine installed 
if you prefer.  

17.  Bolt the mounts to the frame.  You may 
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find that the mounts do not fit flat on the frame.  
This is OK and will not effect the strength or 
effectiveness.  If you are welding the mounts 
in place you can add a shim if you like, but this 
is not necessary.  If you are bolting them in 
place you can place shims between the mount 
and the frame as well, but this is not neces-
sary.  Follow the instructions for the mounts in 
regard to the number of bolts needed and their 
position.  

18.  Bolt the assembly back in the chassis if 
you removed it and you are done.  If you have 
done everything correctly then a level placed 
on the valve covers will show plumb and the 
engine and transmission assembly will be 
sitting evenly between the frame rails.  (A slight 
variance will not cause any problems.)

Note:  Some fluctuation in where these 
components are installed in each individual 
frame is to be expected.  We provided 
dimensions that came from the seamless 
frame we were working on.  All frames differ 
somewhat from each other and the seamed 
frame differs substantially from the seam-
less frame.  The key is to remember that the 
rivet we spoke about in the very beginning 
of this article represents the common 
starting point for the installation.  Also, 
big block installations will require some 
modification of the firewall to allow the big 
block to fit.

We hope we took some of the mystery out of 
doing this installation and conversion.  It looks 
complicated, but if you go slowly and follow 
these instructions you should be able to do the 
job in your garage with a minimum of problems.  

Now where did we put that 502 with the Doug 
Nash 6-speed?  
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TECH ARTICLE SALE ITEMS

SALE ENDS AUGUST 19, 2006

SALE

SALE

SALE

SALE

EDELBROCK PERFORMER 350 ENGINE
These engines have 320 horsepower, 382ft/lbs of torque and a 9.0:1 
compression ratio, and come custom assembled by Edelbrock technicians. They 
include the Performer EPS manifold, 600 CFM carburetor with electric choke, 
aluminum heads with guide plates, aluminum valve covers with custom badge, 
cast iron crank, cast aluminum piston and powdered metal rods. Also included is 
a 24 month, unlimited mileage, zero deductible warranty. 
All 310 HP/375 Torque, Cast Finish (Shown)
........................................................................ #13203 ...$4879.95 ... $4635.95/ea.
All 310 HP/375 Torque, Polished Package
........................................................................ #13204 ...$5139.95 ... $4882.95/ea.
All 320 HP/382 Torque, Cast Finish ............. #13205 ...$4879.95 ... $5585.95/ea.
All 320 HP/382 Torque, Polished Package (Shown)
........................................................................ #13206 ...$5139.95 ... $4882.95/ea.
All 410 HP/408 Torque, Cast Finish ............. #13207 ...$6715.95 ... $6380.15/ea.
All 410 HP/408 Torque, Polshed Package .. #13208 ...$6969.95 ... $6621.45/ea.
All 435 HP/435 Torque, Cast Finish ............. #13209 ...$7185.95 ... $6826.65/ea.
All 435 HP/435 Torque, Polished Package
........................................................................ #13210 ...$7469.95 ... $7096.45/ea.
All 440HP/425 Torque, Cast Finish .............. #13211 ...$8829.95 ... $8388.45/ea.
All 440HP/425 Torque, Polished Package .. #13212 ...$9109.95 ... $8654.45/ea.

POLISHED 
FINISH 
SHOWN

ENGINE SIDE MOUNT
CONVERSION KITS
Brackets are easily welded to the 
frame, and side motor mounts (part 
#976 shown at right) are bolted to the 
block. Please verify frame style be-
fore ordering. Part #871 comes with 
motor mount to bracket bolt only, and 
parts 871A-871C come with hard-
ware to bolt brackets to frame only.
1955-57 Seamed Frame, SB, Stock Location (Shown)
........................................................#871 .........................$54.95 ..................$49.45/kit
1955-57 Seamed Frame, BB or SB w/HEI, 3/4" Forward
...................................................#871A .....................$58.95 ..................$53.05/kit
1955-57 Seamless Frame, SB, Stock Location
...................................................#871B .....................$58.95 ..................$53.05/kit
1955-57 Seamless Frame, BB or SB w/HEI, 3/4" Forward
...................................................#871C .....................$58.95 ..................$53.05/kit

SIDE 
MOTOR 
MOUNT
This custom 
designed 
small-block 
side motor mount is for 
use on all 1958 and later small block 
engines in conjunction with the engine 
side mount conversion kit, part #871.  
Mounts on either side of the engine 
are identical, with two required per car. 
Sold individually.
1955-57 .....#976 ... $9.95 .....$8.95/ea.

POLYURETHANE SIDE MOTOR MOUNTS
Fits with 1955-57 side mount. Polyurethane mounts offer the best of both worlds, 
smooth running for the street, yet strong enough for the track. Motor mounts also 
feature safety interlock.
All Zinc Finish (Shown) .............#12815 .................$34.95 ................$31.45/ea.
All Chrome Finish ......................#12816 .................$51.95 ................$37.75/ea.

TRANSMISSION CROSS 
MEMBER END BRACKETS
Required when using part #12564. Hard-
ware not included. Made in the USA.
1955-57
......#1003 ........ $13.95 ........$12.55/pr.

TRANSMISSION MOUNTS
1955-57 TH350, 700-R4 & All 4-Speeds
........................................................................... #977A ....$11.95/ea. ...$10.75/ea.
1955-57 TH400 .................................................. #977 .......$11.95/ea. ... $11.95/ea.

TRANSMISSION CROSS MEMBERS
Works with Turbo Hydra-Matic 350, 400, 200R, 700-R4 and 4L60-4L80 transmis-
sions. Parts #12564 needs transmission cross member end brackets #1003, 
shown at left. Parts #12196 through #12199 end brackets require welding for 
installation. For complete installation, use transmission mounts #977 or #977A. 
1955-57 Conv. exc TH400 & 700-R4, Rear
.........................................................#875A .................$45.95 ............$45.95/ea.
1955-57 Rear ..................................#12564 ...............$69.95 ............$62.95/ea.

#12564

SALE

SALE

EDELBROCK PERFORMER 350 ENGINE

FREE
FREIGHT ON ALL 

EDELBROCK
ENGINES

LOOK

SALE

SALE

SALE
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SUMMER SALE ITEMS
SHOW QUALITY 
RADIATOR HOSES
These radiator hoses are correctly 
numbered with the GM codes used 
in 1955, 1956 and 1957. These are 
the hoses for detail-oriented collec-
tors and anyone seeking to restore 
the original factory look to their engine 
compartment. Original style spring 
clamps are included.
1955-57 V8, Upper Hose .................#044A ............$21.95 ..................$19.75/ea.
1955-57 V8, Lower Hose .................#045A ............$21.95 ..................$19.75/ea.
1955-56 6 Cyl., Upper Hose ............#046B ............$21.95 ..................$19.75/ea.
1957 6 Cyl., Upper Hose (Not Shown)#046A .......$21.95 ..................$19.75/ea.
1955-57 6 Cyl., Lower Hose ...........#047A ............$21.95 ..................$19.75/ea.
1956-57 Dual 4BC & F.I. ,Upper Hose (Not Shown)
..........................................................#2559 ............$39.95 ..................$35.95/ea.

RADIATOR CAPS
Fits the Desert Cooler® radiator or any other 1955-57 radiator application. Seven 
pound pressure capacity.
1955-57 7# ........................................ #141 ..............$7.95 .................... $7.15/ea.
1955-57 13# ...................................... #12160 ..........$5.50 .................... $4.95/ea.

RADIATOR CONVERSION 
BRACKETS
Allows you to mount a V8 position 
radiator into the 6 cyl. position of a V8 
core support. 
1955-57
.......#11236 ..... $45.95 ........$41.35/pr.

RADIATOR SUPPORT 
TO FENDER SHIM KITS
1955-56
...... #1168 .......$7.95 ............$7.15/ea.
1957 (Shown)
...... #1169 .......$8.95 ............$8.05/ea.

RADIATOR AND 
HEATER HOSE CLAMPS
When rebuilding your cooling system, 
don’t be tempted to use non-original 
screw clamps on your hoses. These 
spring clamps are just as effective, and 
won’t look out of place.
1955-56
........#398 .........$5.95 ..........$5.35/set
1957
........#398A .......$5.95 ..........$5.35/set

RADIATOR BUG SCREEN
If you show your daily driver or drive a show car daily, these bug screens are a 
must. Easy to install and remove.
1955-57 ............................. #2871 .....................$24.95 .........................$22.45/ea.

RADIATOR SUPPORT 
TO FRAME SHIMS
Hardware included.
1955-57
......#1167 .......$8.95 ............$8.05/ea.

RADIATOR CORE SUPPORT 
RUBBER CUSHIONS
Made in the USA.
1955-57
...... #604 .........$9.95 .............$8.95/pr.

POLISHED STAINLESS STEEL COOLANT OVERFLOW TANK
This polished stainless steel overflow tank was designed to be kept out of view 
but it’s so beautiful you’ll want to show it off. One quart capacity tank with a 
precision knurled cap and a highly polished finish. Approximately 18-3/4" long, 
mounting hardware included.
All .......................................#1274 ..................... $42.95 ........................$38.65/ea.

FAN SPACERS
1955-57 1/2"
...... #12165 .....$9.50 ............$8.55/ea.
1955-57 1"
...... #12166 .....$9.95 ............$8.55/ea.
1955-57 1-3/4"
...... #12167 .....$11.95 ........$10.75/ea.

17” FLEX FAN
1955-57
...... #12164 ...$53.95/ea. ....$48.55/ea.

SALE

SALE

SALE

SALE

SALE

SALE

SALE

SALE ENDS ON 
AUGUST 19, 2006
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HERE’S A BEAUTY FOR YOU!

“Nostalgia with a “Touch of Grace” 
is how Harvey Roth envisioned the 1956 Del Ray he was about to 
build.  A subtle merging of the old and new detailed to perfection.  
Harvey had gone the stock route with his hardtops, a beautiful 
black ‘57 and a 
red and white 
‘55; show 
winners in 
their own right.  
But Harvey 
and his wife 
Sally wanted 
something else 
for the 56 of 
the collection.  
Something that 
looked original, 
with a flair.  
We think that Harvey, and his son Darrell, owner of Severence 

Auto Body in Severence, Colorado, hit it right on the nose.
No custom bodywork on this car.  The lines are classic and 
don’t need any help.  Except for perfect paint, perhaps.  And the 
Diamount Carizzma – Candy Orange paint is perfect outside and 
under as well.  

The floor of this car is as pretty as the quarter panels and really 
sets off the perfectly detailed frame and undercarriage.

Harvey opted for classic American Torq-Thrust wheels for the Del 
Ray keeping with the nostalgia theme.  There are disc brakes 
front and rear, but non-power for a nostalgic feel.
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HERE’S A BEAUTY FOR YOU!
Rams Horn manifolds and Flowmaster 2.5” pipes with 40 series 
mufflers take the exhaust away from the 1975, 4bolt main, 350 
engine with 65 327 300 hp heads, 11:1 pistons and a Crane 
Cam.  To feed the engine there is a vintage Offenhauser dual 4 
bbl manifold with a pair of Edelbrock carbs and a Hillborn scoop 
for that 1950’s / 60’s flair.  The fuel is sparked by a Mallory dual 

point distributor.  Transferring the power to the stock posi rear end 
is a 1976 Corvette TH-350 with a 2500 stall converter.  Of course 
there is plenty of chrome under the hood as well as a custom 
polished aluminum radiator.  Drop spindles and 2” lowering blocks 
bring the stance down and a 605 box rounds out the modern.

When it came to the interior, Harvey didn’t want stock, but a nice 
clean look that was just a little different.  

The seats, door panels and headliner were upholstered in Bisque 
Naugahyde by Steve Gowing Upholstery in Ft. Collins, Colorado 
in a style similar to the original but updated non-the less. 
There is a shortened original steering column, chrome of course, 

with a 1968 Camaro wood wheel.  Nice.  The wheel is a perfect 
contrast to the custom Curly Maple dash trim made by Harvey’s 
son, Doug, a violinmaker by trade.  The rest of the dash is as 
original as GM made it as are the door and window handles on 
the non-power windows.

All in all this car is a beautiful and subtle blend of old and new.  
But don’t take our word for it…see for yourself.
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NEW

DESERT COOLER®

RADIATORS 
They drop right into your favorite tri-
five and feature the lastest cooling 
technology. V-8 owners can choose 
from either standard or high-effiency 
styles. High efficiency models are 
recommended for A/C and per-
formance applications. Each unit 
includes side shims, transmission 
line fitting, petcock and drain hose 
making for an easy instalation. If the 
radiator is mounted on the engine 
side of the core support, you have a 
V8 core support. If it’s on the grille side, then it’s a 6 cylinder support. Radiators fit 
both standard and automatic transmission equipped cars, and don’t forget to order 
a fan shroud, part #2428 and #2537 for the best in cooling performance.
1955-57 V8, 4 Row .............................#399 .........$299.95 ............... $269.95/ea.
1955-56 Hi-Efficiency, 3 Row, 6 Cyl. .#336 .........$339.95 ............... $278.95/ea.
1955-57 Hi-Efficiency, 4 Row, V8 Position
.............................................................#337 .........$346.50 ............... $312.25/ea.
1955-56 Hi-Efficiency, 4 Row, V8 in 6 Cyl. Position
.............................................................#12072 .....$339.95 ............... $305.95/ea.
1957 Hi-Efficiency, 4 Row, V8 in 6 Cyl. Position
.............................................................#12072A ...$339.95 ............... $305.95/ea.

SUMMER SALE ITEMS

ALUMINUM CROSSFLOW RADIATOR
CONVERSION MODULES
Be Cool’s Super Street Series Power Cooling Module assemblies are designed 
to cool vehicles with up to 700 dyno-rated horsepower. Each kit contains a Be 
Cool aluminum dual 1" core crossflow performance radiator with oval fluted 
tubes, a dual 11" electric puller fan set with vented shroud for highway cruising, 
a set of fan mounting brackets with hardware, a diamond cut, vented coolant 
recovery tank, a primary fan wiring harness with a 40 amp relay, a secondary 
wiring harness to independently control the second fan and to top it all off a Be 
Cool Billet radiator cap. Available in standard finish or polished.
1955-57 Standard ................... #13758 ........ $1,310.95 ...................$1,179.85/ea.
1955-57 Auto .......................... #13759 ........ $1,465.95 ...................$1,319.35/ea.
1955-57 Standard, Polished .. #13768 ........ $1,490.95 ...................$1,341.85/ea.
1955-57 Auto, Polished ......... #13769 ........ $1,650.95 ...................$1,485.85/ea.

“BE COOL’S” ELECTRIC 
FAN CONTROLLER
Be Cools revolutionary, custom 
programmable fan controller allows 
a single SPAL cooling fan to vary 
speed based on engine temperature 
thereby increasing fan life while 
decreasing under hood noise. The 
13782 also utilizes the OEM water 
temperature sensor eliminating the 
need for a second sensor. With an 
air conditioning input, secondary fan 
output, and waterproof aluminum 
construction the #13782 is the perfect addition to any cooling fan system.
All Adjustable, for Dual Fans ......... #13782 ........... $185.95 ........... $167.35/ea.

BE COOL ALUMINUM CROSSFLOW RADIATORS
1955-57 Standard ............................#13764 ......... $549.95 ............. $494.95/ea.
1955-57 Auto ...................................#13765 ......... $719.95 ............. $647.95/ea.
1955-57 Standard, Polished ...........#13774 ......... $789.95 ............. $710.95/ea.
1955-57 Auto, Polished ..................#13775 ......... $899.95 ............. $809.95/ea.

ELECTRIC, VARIABLE SPEED FAN CONTROL
Sets fan speed from 60%-100% depending on thermostat setting. Reduces 
charging spikes and current load. Runs your cooling fans 30 seconds after your 
car is turned off to reduce heat soak.
All ................................................ #13459 ...............$89.95 ...................$80.95/ea.

LOOK

Sale

SALE

Sale

SALE

REMEMBER, ALL SPECIAL PRICING ENDS ON
AUGUST 19, 2006

SALE

SALE
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Please ask your friendly, knowledgable Customer Service Rep for complete application information.

REMEMBER, ALL SPECIAL PRICING ENDS ON
AUGUST 19, 2006

SUMMER SALE ITEMS

RADIATOR HOSES
Made with the same quality materials 
as our show quality hoses, but priced 
for the budget-oriented daily driver. For 
the 1957 6 cylinder upper hose, see 
show quality hoses, above.
1955-57 V8, Upper Hose ......................#044 ............. $12.95 ..............$11.65/ea.
1955-57 V8, Lower Hose ......................#045 ............. $12.95 ..............$11.65/ea.
1955-56 6 Cyl., Upper Hose .................#046 ............. $12.95 ..............$11.65/ea.
1955-57 6 Cyl., Lower Hose ................#047 ............. $12.95 ..............$11.65/ea.
1955-57 V8 in 6 Cyl. Pos., Lower ........#10856 ......... $12.95 ..............$11.65/ea.
1955-57 Upper, Trim to Fit Crossflow ...#12161 ......... $14.95 ..............$13.45/ea.
1955-57 Lower, Trim to Fit Crossflow ...#12162 ......... $19.95 ..............$17.95/ea.

RADIATOR
HOSE CLAMP
1955-57 .. #12163 .. $.95/ea. ...$.85/ea.

RADIATOR 
CAPS W/BE 
COOL LOGO
A great way to top off 
your cooling system 
upgrade. These Be 
Cool billet radiator caps, besides being great look-
ing, are designed to allow the use of a coolant recovery system where needed.
All Round Style .................................#13776 .............$39.95 .............$35.95/ea.
All Octagon Style ..............................#13777 .............$39.95 .............$35.95/ea.

DECORATIVE RADIATOR 
CAP
1955-57 Bowtie
...... #12159A ...... $49.95 .....$44.95/ea.

FLEXI-KOOL
HEATER HOSE KITS
Flexi-Cool Hose kits are made of ribbed stainless steel which wont freeze or crack. 
Flexi-Cool hoses ribbed design improves cooling which help prevent overheating 
and possible engine damages. Hose can be formed to any angle or length while 
reducing installation time and maintenance costs. Kits include two 44" hoses and 
are now available in Chrome, Black, Red and Yellow. Dress caps are also avail-
able separately on page 121. Makes 2 hoses.
All 44”, Chrome w/Chrome Caps .......#12414 .........$74.95 ...............$67.45/kit
All 44", Chrome w/o Caps ...................#13638 .........$52.95 ...............$67.65/kit
All 44", Black w/ Black Caps ..............#13639 .........$67.95 ...............$61.15/kit
All 44", Red w/ Red Caps ....................#13640 .........$67.95 ...............$61.15/kit
All 44", Blue w/ Blue Caps ..................#13641 .........$67.95 ...............$61.15/kit
All 44", Yellow w/ Yellow Caps ...........#13642 .........$67.95 ...............$61.15/kit

FLEXI-KOOL RADIATOR HOSE KITS
Flexi-Cool Hose kits are made of ribbed stainless steel which won’t freeze or 
crack. Flexi-Cool hoses ribbed design improves cooling which helps prevent 
overheating and possible engine damage. Hoses can be formed to any angle or 
length while reducing installation time and maintenance costs. No longer do you 
have to search to find a hose that you can make-work. Just order a Flexi-Cool 
hose kit for downflow or crossflow radiator conversions and you know you’ll have 
the right hose all the time. Kits are available in Chrome, Black, Red and Yellow. 
48” hose kits make 2 hoses. Dress caps are also available separately, shown at 
right.  Makes 2 hoses.
All 24", Chrome w/o Caps ................. #13628 ...... $37.95 ...................$34.15/kit
All 24", Chrome, w/ Chrome Caps ... #12413 ...... $49.95 ...................$44.95/kit
All 24", Black w/ Black Caps ............ #13629 ...... $49.95 ...................$44.95/kit
All 24", Red w/ Red Caps .................. #13630 ...... $49.95 ...................$44.95/kit
All 24", Blue w/ Blue Caps ................ #13631 ...... $49.95 ...................$44.95/kit
All 24", Yellow w/ Yellow Caps ......... #13632 ...... $49.95 ...................$44.95/kit
All 48", w/ Chrome Caps ................... #12504 ...... $99.95 ...................$89.95/kit
All 48", Chrome w/o Caps ................. #13633 ...... $63.95 ...................$57.55/kit
All 48", Black w/ Black Caps ............ #13634 ...... $95.95 ...................$86.35/kit
All 48", Red w/ Red Caps .................. #13635 ...... $95.95 ...................$86.35/kit
All 48", Blue w/ Blue Caps ................ #13636 ...... $95.95 ...................$86.35/kit
All 48", Yellow w/ Yellow Caps ......... #13637 ...... $95.95 ...................$86.35/kit

LOOK

Sale

SALE

SALE

Sale
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RESPONSES FROM THE DANCHUK “Ga r ag e” ...
On the Danchuk website we have a place called the Garage.  
The Garage is a web forum where our customers, and interested 
Tri-5, Chevelle and El Camino fans, can ask questions, buy and 
sell parts and cars, get technical information, copies of our install 
articles and instruction sheets and basically hang out and talk 
cars with fans and owners.

In the Tri-5 Discussion area, one of the members asked the ques-
tion:  

How did you get your Tri-5?

Some of the answers were so interesting we decided to highlight 
them here.  The responses are, for the most part, unedited and 
read exactly like they were originally written.   

hot rod 57 hipster originally asked the question of the group. 

his response was…

I was calling around the local area 
to fi nd a late 50’s car.  I found a 57 
Chevy and knew how valuable they 
are.  I looked at it and started buy-
ing it even before I had a job.  As of 
now I own 2, stripped bare, bodies 
need to come off the frames to fi nd 
out which will be best for restora-
tion.  I need to buy about 10 grand 
worth of parts and do the bodywork 
and reassemble.  I am going to col-
lege in two years and…

Classy_57 wrote:

I got my 57 for my 16th birthday.  I 
have been working on it ever since.  
I brought to my auto shop class 
a lot senior year and got a ton of 
work done on it this past summer.  
Then I had to leave for college.  
Too bad I had to leave it at home; 
I don’t think it would do well in the 
winters of Colorado.  I just need 
to get some weather-stripping and 
window seals and all will be well.

JOSEPH wrote:

My name is Joe and I have a 57-2dr ht.  I often times have read 
how others came into ownership of their Tri-5’s and always 
wanted to tell my story.  When I was a kid my father drove a tow 

truck, back when Tri-5’s were not worth anything.  People would 
pay him to haul these cars off and we ended up with a yard full 
of Tri-5’s lined up next to my swing set.  A row of 57’s, 56’s and 
then 55’s.  Late in the 80’s a guy from Australia came to our home 
and bought all the cars my dad would sell.  Dad kept 2 out of the 
26 cars but didn’t keep any 57’s.  This was bad for me because 
I wanted a 57 and now I thought I had lost my chance.  As fate 
would have it, however, after saving whatever money I could (al-
lowances, etc) at age 12 I saw a 57 hardtop in a fi eld.  It was lying 
on the ground, on it’s frame.  It had the driver door, passenger 
front fender and a rusted rear bumper, and that was about it.  I 
bought the car and one of my dad’s friends drug it home for me 
with a tow truck.  Today I am 26 and driving it, but most of my time 
was spent building it.

stanford wrote:

It was 1959.  I was a sophomore driving around in a 1953 
Studebaker Commander.  The engine and tires were going and 
I wanted to fi x it, still am fond 
of Studes, but my folks wanted 
me to have a newer car and in 
those days, it didn’t matter if 
you made the money, you were 
held hostage by your parents.  
No insurance, no Studebaker.  
So, reluctantly, I went with my 
parents and we bought a 1957 
Chevy 210 hardtop, Canyon 
Coral and White.  The trans 
went, the automatic, and I paid 
two guys in Riverside, CA to 
put a three speed in it.  The rest 
is history.  The car still had the 
automatic rear gears, but with 
the three speed on the fl oor it was the best car I ever had and 
the fastest.  I am the one who outran the police cruiser in a Tri-5 
(Stanford is referring to another thread).  He, the San Bernardino 
Cop, a short time later met me, at what I didn’t know at the time, 
was his front door.  He eventually became my father-in-law, and 
boy did he hate Chevy’s.

Geno wrote:

16 years ago, following an emotional and monetarily brutal 
divorce, I found my 57 at a 
car show demanding a new 
owner and begging me to 
take it home.  Owing myself 
a treat after what I had just 
gone through, it followed 
me home.  We have been 
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RESPONSES FROM THE DANCHUK “Ga r ag e” ...
happily together now for 
the past 16 years.  Last 
year I took her all apart 
and I am almost 90% 
complete on getting her 
pretty little body and 
frame back on the road.  
She is more gorgeous 
today than when I found her 16 years ago, but then, I may be a 
little prejudiced.

DeepSouthRick wrote:

I have owned several classic cars, but I have been crazy about 
’57 Chevy’s all my life and they remain my favorite cars of all 
time.  As a child, I built model after model of every ’57 Chevy kit 
available.

My first car was a ’57 2-dr sedan, ex-gasser, complete with 
straight axle front end, Hogged-out rear wheel wells and no front 
bumper.   It had a built 283 and would burn the back tires, and 
that was all I cared about!  I worked every summer from age 
12-15 to buy that car, Mom heard about it being for sale on a local 
radio “swap shop”.  Got it for 750.00

I drove it a couple of years and then bought a 210 2-door wagon.  
Painted it Corvette yellow and called it the Yellow Submarine.  
Dropped in a small block 400 which caused me to smoke a 
transmission.  I got a stronger one out of a Camaro—what a ride!!  
I was driving this car when I first met and courted my wife, back in 
‘82.  Sold the car a couple of years later.

The year 2002 marked 20 years since I first met my wife.  We 
started to wonder, what if we could find our old “courtship car”?  
I found some old tag receipts at my parents.  Using the VIN 
we hunted all over Georgia before we found the current owner.  
Trouble is, we arrived to discover a 2-dr sedan, but somewhere in 
the previous 20 years, someone had screwed up the paperwork—
the paperwork for the sedan listed our old VIN, but the car had a 
different VIN.  The owner had never actually checked it.

Disappointed that the trail had gone hopelessly cold, we picked 
up a ’57 9-passenteer wagon and started a frame off restoration.  
I’m doing all the work but with a full time job and three kids, there 
just isn’t much time and it’s taking forever, which leads to this past 
Thanksgiving.

My wife and I went to the Turkey Rod Run at Daytona.  While 
there, I saw a ’57 210 2-door sedan for sale.  Unrestored but well 
maintained.  I had just told her that I wouldn’t mind buying the 
same model I used to have to drive while we were building the 
wagon, and there it sat!  Funny thing is, the guy who was selling 

it was particular about who he would sell it to.  He’d turned down 
a couple of others because he wanted to sell it to someone who 
“would appreciate it” and not resell it for a profit or turn it into a 
trailer queen.  

Guess he liked me, because he agreed to sell it to me.  I drove 
the car home (west of Atlanta) with no problems.  I did put new 
tires on it in Florida 
before we left.  I have 
put 4000 miles on it 
since then.  Granted, 
I have had to replace 
a few things: master 
cylinder, carb, wind-
shield, wiper motor, 
gauges etc but things 
are going to fail after 50 years no matter how well the car was 
maintained.

I love being behind 
the wheel of a ’57 
again.  I drive it to 
work and sometimes I 
even leave the office 
at lunch just to drive it 
around for a while.

Funny Story:  My daughter (raised with Cd’s, iPods and digital 
music) saw the old radio and wanted to know how you selected a 
station.  Smiling I told her, “You just turn the knob”.  “But it doesn’t 
tell you the station frequency numbers, how can you tell when you 
find the station?” she asked.

I burst out laughing, “You turn the dial until it is close to the num-
ber, then you LISTEN for it.”  
` ....... 
That’s about all we have room for.  We hope you enjoyed reading 
them.  You can read all the responses, or even add your own, on 
the Danchuk Website.  Click on the “Garage” left hand side of the 
homepage, go to Tri-5 discussion and click on the thread “How 
did you get your Tri-5.”
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1956 Chevy 

Golden Anniversary Show

• Judged Car Show

• Over 100 Trophies

• Opportunity Drawings

• Vendors

• Tee Shirts 

• Food and Drink 

• Goodie Bags

• Pre-registration $40.00

• Registration $45.00 day
   of show

• Spectator Admission
   $5.00

• NO ALCOHOL / NO EZ-UP’s

www.golden567shows.com

For the latest show information, additional entry forms, vendor forms
or to register online visit us at:

August 12th, 2006         Veteran’s Memorial Stadium, Long Beach, CA 
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- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -     cut here      - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

Name __________________________________________________________Address _________________________________________________________

City _____________________________________________State _____________ Zip ________________Daytime Phone (________ )  _________________

Evening Phone (________) ___________________Email _____________________________________ License Number ____________________________

Year/Model______________________________________________________  Color __________________________________________________________

Please, Judge my car at the show (Circle One)       Yes            No                  My car is  (Circle One)   Stock          Modified          Custom          Radical Custom

Show Teeís are available @ $15.00 each in Med, Large and X-Large and @ $16.00 in XX-Large sizes.  Teeís will be delivered at the show in your goodie

bag.  To have shirts shipped to you prior to the show or if you only want to purchase teeís,  please add $5.00 per 3 (three) teeís for shipping below.
___________________________________________________________________________________________________________________________________

The 2006 Golden Anniversary Show is being hosted 
by the Orange County Classic Chevy Club in associa-
tion with the Los Angeles Classic Chevy Club and 
is sponsored by D&P Classic Chevy in Huntington 
Beach, CA and Danchuk Manufacturing, Inc.

The 2006 Golden Anniversary Show is open to all pre
1973 GM cars and trucks with special emphasis on
the 1956 Chevy.  50 YEARS!!!! 

1st 100 Pre-registered will receive a participants
plaque, commemorative coin and 1 (one) free
opportunity drawing ticket.  All participants will 
receive a goodie bag.

The 2006 Golden Anniversary Show will be held at 
the Long Beach Veteranís Stadium, Long Beach, CA.
Intersection of Conant and Clark

Payment
Make your check payable to: Orange County Classic Chevy Club.

Vehicle Registration (one application per vehicle please) ..........................................................................................................................................     $40.00
Tee Shirts                    .............................................................................................................................................  __________     

Shipping for Tee Shirts @$5.00 per 3   (Shirts will be delivered at the show if shipping is not added) ...............................................................  __________

Total enclosed .....................................................................................................................................................................................................  __________

   GOLDEN SHOW CHECK LIST - HAVE YOU INCLUDED YOUR ENTRY FORM?  _____ FEE?  ______  TEE SHIRT MONEY? ______ STAMPED ENVELOPE? _____

Qty ________ Med        
Qty ________ Large     
Qty ________ X-Large 
Qty ________ XXL       

To Register for the 2006 Golden Anniversary Show, honoring the 50th Anniversary
of the 1956 Chevrolet, please fill out this form and mail, before July 1, 2006. Include
your $40.00 per vehicle entry fee ($45.00 day of show), tee shirt payment and self ad-dd
dressed stamped envelope to:

Golden Anniversary Show
18331 Enterprise Lane
Huntington Beach, CA 92648

No mail in applications will be accepted after July 1, 2006

Online registration is available at www.golden567shows.com thru July 1, 2006

Show merchandise can be purchased on the web at www.golden567shows.com or call D&P at 714-375-0889 or 

Danchuk at 800-854-6911.  Golden Shows reserves the right to re-class entries or add classes as it deems necessary. 

Registration includes admission for driver and passenger.  Participant vehicles will be admitted starting at 7am on the

day of the show.  Spectators will be admitted starting at 9am.  Admission for Spectators and additional passengers is

$5.00.  Children under 12 Free.  Show hours are 9-4 on August 12th, 2006. 

������������������������������������������������������

Mail to : Golden Anniversary Show, 18331 Enterprise Lane, Huntington Beach, CA 92648

@ 15.00 each                        

@ 15.00 each
@ 15.00 each
@ 16.00 each

August 12th, 2006  9-4

Coming from out of town?
Check our website at www.golden567shows for a list 
of hotels offering special show rates.

Vendor Information
Vendors interested in participating in the show 
please contact Mac McElmurry @ 714-952-8471 or 
email him at lmcelmurry@sbcglobal.net for informa-
tion or visit www.golden567shows.com for details
and to download a Vendor Application. 
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Question: 
I have a 55 sedan with a 265 V8.  I am trying to adjust the points but I cannot get it right.  If I adjust them with a feeler gauge and check 
the dwell, it is off.  Same thing if I set the dwell with a meter.  Then the gap is off.  I have heard that if I have a worn distributor cam 
these problems will occur so I have thought about replacing my points with one of the Pertronix units….but will this still be a problem if I 
have a worn cam?

Answer: 
Most likely what you really have are worn bushings inside the distributor housing.  This is causing the shaft to wobble in its bore and 
giving you problems.  The Pertronix unit is sensitive to proper distributor shaft alignment; in fact you will have to set it when you install 
the Pertronix conversion.  Probably your best bet would be to replace the distributor with a new or remanufactured unit or have it rebuilt 
at a distributor shop.

Question:
Is there a “How To” sheet on how to service the front and rear wheel bearings? 

Answer:
There is a section in the service manual on this but it’s not that diffi cult.  The trick is to be sure to replace the grease seal every time 
you do this and make sure that the bearings are well packed.  For the fronts, take a clump of grease and put it in the palm of your 
hand.  Then, with the bearing held with one fi nger through the center, scrape the bearing against the clump of grease on one side of the 
bearing untill you see grease being forced out the other.  Do this until the bearing has been packed all around.  Add a little to the outside 
bearing surface for good measure and pack a little extra just behind the bearing race inside the hub.  The rears actually are not service-
able unless you have a press.  They are lubricated inside the bearing by the rear end fl uid and are sealed on the outside to prevent 
leaks.  Also, the bearing is pressed onto the axle and is impossible to remove correctly with out a press.  As long as they are in good 
shape and the fl uid level in the rear end is where it should be you should not have to do any maintenance on the rears at all.

Question: 
What is the difference between the two different spring shackles on a ’57?

Answer: 
They are actually one right and one left.  Properly installed the curve of the shackle is towards the front of the vehicle and the bolts 
thread on from the outside of the frame. 

If you have a 55-57 tech question that you would like to see answered in this forum send your question to: 

Update Tech c/o Bill Roche
3201 S. Standard Avenue
Santa Ana, CA 92705

Or email to updatetech@danchuk.com

You can also get fast answers to your questions by posting them in the Tech Question forum in the “Garage” on our website.

EVERY GOOD QUESTION DESERVES A GOOD ANSWER!!

Q & A
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DANCHUK MANUFACTURING 
3201 S. STANDARD AVENUE

SANTA ANA, CA 92705

PRESORTED STANDARD
U.S. POSTAGE PAID
LAGUNA NIGUEL, CA
PERMIT NO. 1051

 JUNE EVENT LOCATION CITY & STATE
 30-JULY 1-2 GOODGUYS 15TH HEARTLAND NATIONALS IOWA STATE FAIRGROUNDS DES MOINES, IA

 JULY EVENT LOCATION CITY & STATE
 7-8-9 9TH GOODGUYS PPG NATIONALS OHIO EXPO CENTER COLUMBUS, OH
 14-15-16 SUPER CHEVY SHOW * INDIANAPPOLIS RACEWAY PARK INDIANAPPOLIS. IN
 21-22-23-24 SUPER CHEVY SHOW MAPLE GROVE RACEWAY READING, PA
 28-29-30 NMRA/NMCA SUPER BOWL OF  ROUTE 66 DRAGWAY CHICAGO-JOLUET, IL
  STREET LEGAL DRAG RACING *

 AUGUST EVENT LOCATION CITY & STATE
 3-4-5 HOT AUGUST NIGNTS ** RENO LIVESTOCK EVENTS CENTER RENO, NV
 4-5-6 NIGHT OF FIRE * VIRGINIA MOTOSPORTS PARK RICHMOND-PETERSBURG, VA
 11-12-13 SUPER CHEVY SHOW  ROUTE 66 DRAGWAY CHICAGO-JOLUET, IL
 12 1956 GOLDEN ANNIVERSARY SHOW ** LONG BEACH VETS STADIUM LONG BEACH, CA
 18-19-20 SUPER CHEVY SHOW * BANDIMERE SPEEDWAY DENVER, CO

  *   = THE DANCHUK JETCAR “BLAZE OF GLORY” WILL BE RUNNING AT THESE EVENTS
  **  = DANCHUK WILL BE ATTENDING THIS SHOW WITH THEIR SECOND TRAILER

BIGGER AND BETTER THAN EVER!


