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on top of the frame rail and line up with the holes you 
just drilled.  Our kit used the steel plate.) Reassemble 
the bushings and brackets on the sway bar and line 
up the brackets against the bottom of the frame.  
Install the bolts to attach the brackets to the frame 
and tighten.  Then tighten the end link bolts until they 
are seated. That’s it!!

6.)  Lower the jack and take the car off the jackstands..  
Check that there is no interference between the sway 
bar and any part of the car by having a friend  push 
down on the car while you look underneath.  Then, 
take the car for a test drive taking it slow for the first 
few miles so you may get used to the increase in 
performance and the decrease in body roll.  Enjoy!!

     

Tighten loosely for now to hold in place.

3.)  Next, place the sway bar to frame bushings around 
the bar  and push the bar up against the frame holding 
it in place with the floor jack. Position the brackets 

around the bushings and on the frame rails and line 
everything up. Mark the frame where the attaching 
holes meet the frame so you know where to drill the 
holes for the attaching bolts. 

4 . )   Remove  t he 
bushings and brackets 
from the sway bar and 
using the acid brush 
apply some grease 
inside the area of the 
bushing that rides on 
the sway bar.  Set 
aside until you are 
ready to reassemble 
the sway bar to frame 
bushings and brackets and bolt them to the frame.

5.)  With a 3/8" 
drill bit, drill out the 
holes where the 
sway bar brackets 
w i l l  a t t a c h . 
(Depending on the 
kit you are using 
there will either be 
a “U” shaped bolt to attach these brackets or there will 
be a flat piece of steel tapped with two holes.  Both 
the ‘U” shaped bolt and the tapped steel plate will sit 
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