
tools & Parts you will need:

	 •	Putty	Knife	or	Scraper
	 •	Sharp	Razor	Knife
	 •	Vacuum	or	Compressed	Air
	 •	Tape	or	Grease	Pencil
	 •	Adhesive	Remover
	 •	1/2"	Wrench	or	Ratchet	and
	 			a	1/2"	Socket
	 •	A	trusty	Helper
	 •	Danchuk	Part	#1304
   trunk insulation Kit
	 •	Danchuk	#036
    Weather-stripping adhesive

We removed the trunk lid of our car before 
we started this job as it really does make it 
a little easier.  You can leave it on; however, 
and still get satisfactory results.  the dan-
chuk # 1304 Kit is die cut to fit into the spots 
on the trunk lid where the original factory 
insulation shows.  Originally the factory took 
one large sheet of insulation and wedged 
it between the outer trunk skin and inner 
trunk lid bracing.  as replacing this entire 
piece would mean taking the trunk lid apart 
our kit does the material that shows, which 
really helps to clean things up.

1.)  With some 
tape or a grease 
pencil outline 
on the deck 
lid around the 
trunk hinges 
to mark where 
they are locat-
ed.  this will 
help you to line 
things up again 

when you put the trunk lid back on the car.  
Once this is done using your 1/2" wrench 
or socket remove the 4 bolts holding the 
trunk lid to the hinges.  remove the trunk lid 
and place on a flat table or similar surface.  

2.)  Open the #1304 kit and remove the 
die cut pieces.  Match these to each area 
under the trunk lid.  Once this is done use 
your razor knife to cut the existing insulation 
around the perimeter of each opening.  Us-
ing your putty knife or scraper remove the 
cut pieces from each opening working to 
get under the edges of the inner trunk.  You 
want to remove enough of the old material 
so the new can tuck cleanly under the trunk 
lid bracing for a finished look.  

Trunk
Lid

not everything you do 
to your classic has to 

be a big project.  in 
fact some of the sim-
plest little details can 

make a big impact.  
Follow along as we 

show you how simple 
it is to install the 

danchuk #1304 trunk 
Lid insulation kit and 
get your inner trunk 
lid looking it’s best.
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4.) the new material is a tarpaper like sub-
strate, which will tuck under the inner panel 
to appear as the one-piece factory insulation 
did.  Working one piece at a time match the 
replacement insulation to it’s spot under the 
trunk lid and spread some weather-stripping 
adhesive on the trunk lid and the insulation.  
allow these to tack up and then put them 
into place tucking the outer edges under 
the inner trunk bracing.  repeat with the 
remaining pieces of insulation.  

3.)  remove as much of the material as 
possible and then clean the open areas 
with your vacuum or compressed air.  Make 
sure you have as much of the old material 
removed as possible.  Clean the surfaces 
of the trunk lid with the adhesive remover 
and let dry. 

5.)  if you removed the trunk lid get your 
helper and your 1/2" wrench or ratchet. Line 
up the marks you made around the hinges, 
tighten the bolts and check for fit, adjusting 
as necessary.

and that’s it.  Stand back and admire your 
newly insulated trunk lid.  We’ll bet you can’t 
wait to show everyone!   


